























Quick Lift

UBT SERIES

SELF-PROPELLED

TRACK WHEELS MIN! SCISSOR

All terrain UBT Quick Lift track wheels mini scissor are capable of providing ultimate safe outdoor driving and
elevated work experience with maximum working height of up to 6.5 meters. The compact dimension and
non-marking track wheels of the UBT Quick Lift track wheels mini scissor make it the optimal choice for handling
both outdoor rugged terrains and standard indoor settings. Also, as standard feature, extension platform provides
extra space for operator.

W Key Features
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Non marking all-terrain track wheels
Proportional lift and drive

Compact footprint

24V AGM battery

Low battery level alarm

Spiral cable connection to platform control unit
Standby power interface

Easy access to control / battery for maintenance
Extension platform

Easy battery replacement

Self closing gate

Safety Features Al

Emergency down valve

Enabling control buttons

Emergency stop buttons

Ground and hand-held platform control system
Spirit level indicator

Safety bars for maintenance

Non-slip platform floor with self-closing gate
Audible descend and tilt alerts

Safety harness point

Flashing lights & warning decals

Explosion relief valve

KEY TECHNICAL SPECIFICATIONS

A AHI GROUP
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Model UBT 10 UBT 12 UBT 15
Max Platform Height (m) H 3.0 3.9 45
Max Working Height (m) | 5.0 5.9 6.5
THEE ’ ’ ’
Rated Load (kg)
- 200 200 160
Stored Dimensions (m) A"B*C 1.39x0.79x1.87 1.39x0.79x1.97 1.39x0.79x2.07
LR

Platform Dimensions (m) E*F*G
Fart

1.28x0.65x1.1

1.28x0.65x1.1

1.28x0.65x1.1

Platform Dimensions with Extension (m)(E+K)*F*G
EHFART

1.78x0.65x1.1

1.78x0.65x1.1

1.78x0.65x1.1

Battery (V/Ah)

Ersh 2(12/110) 2(12/110) 2(12/110)
Max Travel Speed — Lowed (km/h) _ _ _
TR - FARIE 0-40 0-40 0-40
Max Travel Speed —raised to under 2.0m (km/h) 0-08 0-08 0-08
TR - FaTE ' ' ‘
Initial Platform Height (m) D

T 0.76 0.86 0.96
Initial Step Height (m) J

e 0.35 0.35 0.35
Total Weight (kg)

TR 775 815 855
Power Rating (Driving Motor) (kW)

Wnge AN 2x1.5 2x1.5 2x15
Max. Allowable manual force (N) 200 200 200
BAMEHE S

Max Allowable inclination (degrees)

RS AE 12 15 15
Gradeability (%) 25 5 25

Tesg e h

Company reserves the right to change product design & technical features without prior notice.
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Quick Lift

UC SERIES fcENTRAL RAIL

The UC low level access series are direct ladder
replacement work platforms with working heights
ranging from 4.2m to 5.6m. They provide a much safer
working environment than ladders and minimize the risk
of injury. The UC series advance design and compact
structure makes these lifts simple and easy to operate.
They are ideally suited for tight working areas where
larger work platforms cannot be used.

W Key Features Al

W Safety Features Al

MANUALLY PROPELLED

Forklift pockets and tool box

Up to 200 operating cycles per full charge

Hour meter

Free-standing operation with rechargeable battery
12 Volt AGM battery power

Highly reliable electrically powered hydraulic system
Battery charge indication

Non-marking wheels

Safety bars for maintenance

Audible descend and tilt alerts

Dual control points include emergency stops
Ergonomic platform (non-slip floor & secure gating)
Low charge and low battery indicator

Spirit level indicator

Descend alarm

Warning decals

Back-up power for emergency descend
Emergency down valve

Safety harness point

—

low level
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KEY TECHNICAL

SPECIFICATIONS

A AHI GROUP
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Model ucC7 ucCs UucC10 uci2
Max Platform Height (m) H 292 26 3.0 36
TanE
Max Working Height (m) | 4.2 46 5.0 56
TiEEE
) 159 159 159 159
FERE
Stored Dimensions (m) A"B*C 1.10x0.7x1.86 1.10x0.7x1.86 1.10x0.7x1.86 1.10x0.7x1.86
R
ff'i‘;‘;’ m Dimensions (m) E*F*G 0.68x0.66x1.1 0.68x0.66x1.1 0.68x0.66x1.1 0.68x0.66x1.1
Battery (V/Ah) 127110 127110 127110 12/110
it
Total Weight (kg) 284 288 329 378
BNER
Power Rating (kW) 1.2 10 12 12
L RES ' ’ ’ '
iFQ(E);t ity 0.60x0.96 0.60x0.96 0.60x0.96 0.60x0.96
Initial Platform Height (m) D 0.63 0.63 0.63 0.63
FambEE ' ) )
Initial Step Height (m) J
el 0.37 0.37 0.37 0.37
Platform Travel (m) 157 1.97 237 297
TR
Max. Allowable Manual Force (N) 200 200 200 200
BAMEEH
Max. Allowable Inclination of Chassis (deg.) 15 15 15 15
B ' ’

Company reserves the right to change product design & technical features without prior notice.
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Quick Lift

UR SERIES

MANUALLY PROPELLED

SLIDING RAIL

low level
ccess

The UR low level access series are direct ladder replacement work platforms with working heights ranging from
4.7m to 5.9m. They provide a much safer working environment than ladders when working at heights and
minimize the risk of injury, with the platform providing a safe and secure working area. Power is provided by a 12
volt 110Ah maintenance free Absorbed Glass Mat (AGM) battery.

W Key Features

Highly reliable European hydraulic system
Quick & Smooth platform ascent & descent
Up to 200 operating cycles per full charge
Light weight & compact footprint

Low stored height, under 2m standard doorways
Battery charge & voltage indication

Hour meter

Forklift pockets & tool box

Use of easily understood picture decals
QR code provided for on-line instructions
Non marking wheels

W Safety Features Al

Emergency stop buttons

Audible & visual tilt alarm

Descent alert - audible

Emergency down valve

Overload pressure by-pass

Low voltage battery alarm - audible & visual
Spirit level indicator

Explosion relief valve

Non Slip platform & secure gating

Safety harness point on compliant platform & rails
Auto-braking as well as manual brake

low level
ccess

KEY TECHNICAL SPECIFICATIONS

A AHI GROUP

Max Platform Height (m) H

2.7 d 4
e 3.0 3.9
Max Working Height (m) | 47 5.0 59
TiEEE ’ ’ ’
Rated Load (kg) 159 159 159

HEHE

Stored Dimensions (m) A*B*C
YRR T

1.12x0.7x1.85

1.12x0.7x1.85

1.12x0.7x1.85

Platform Dimensions (m) E*F*G
FaRYT

0.68x0.66x1.1

0.68x0.66x1.1

0.68x0.66x1.1

Battery (V/Ah)

Bt 12/110 12/110 12/110
Total Weight (kg) 311 335 365
EES

Power Rating (kW) 12 10 12
BHLIIE

Foot Print (m) 0.60x0.96 0.60x0.96 0.60x0.96
Initial Platform Height (m) D

Eearhians 0.4 0.4 0.4
Platform Travel (m) 23 26 35
IR B S

Max. Allowable Manual Force (N) 200 200 200
RAMER S

Max. Allowable Inclination of Chassis (deg.) 15 15 15

RARFE

Company reserves the right to change product design & technical features without prior notice.
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ADDITIONAL FEATURES & OPTIONS A AHI GROUP

SERIES V[c] UE uT UB/UBL UBM UGM uc UR UBT
MODEL UG16|UG20|UG25|UGSO|UGSS|UG38|UG40|UG42 UE20| UE25| UE32|UE40|UE48 UT20|UT23|UT26|UT33|UT36|UT40|UT46|UT52 | uT58 UBL5|UBL7| UB6 | uBs |UB10|UB12 UBM6 | UBM8 |UBM10|UBM 12|UGM12 | UGM16|UGM20| UC7 | ucs |Uo10|uo12

reocarr | 0o [v]o| o | v | |
womne |y
oworevan |y

UR8 | UR10 | UR12 |UBT10|UBT12|UBT15

Y Y Y

Y Y Y I
OVERLOAD SENSOR (6] O (0] Y Y Y Y
LASER POSITION LOCATOR * (0] (0] O (0] O (0]

NON STANDARD CAGE (0] (6] (0] (e} O O O O (0]
PLATFORM GATE SENSOR (6] (0] (6] (0] (0] (0] O O O

< [FIBER GLASS PLATFORM (0] (0] (0] O (0]

& [rooL TRAY \4 Y o]

g EXTENSION PLATFORM (0]

DUAL POWER SOURCE (0] (0] O O (0] O (0] (0]
NON STANDARD WHEEL / BRAKE O (0] O (0] O (0] (0] (0]
NON STANDARD COLOUR (0] (0] (6] (0] O (0] (0] O (6]

* Optional Item. Standard item for Australia

ULT|FUNCT|ON TILT BACK STAINLESS SPIRIT LEVEL EMERGENCY EXPLOSION NON SLIP ] EMERGENCY LASER POSITION . PLATFORM
CONTROL PANEL SUPPORT STEEL CAGE DOWN VALVE RELIEF VALVE PLATFORM STOP BUTTON LOCATOR CAGE GATE SENSOR

MANUAL

OUTRIGGER SWING OUT
PROPELLED OUTRIGGER ERT HOOK BRAKING PLATFORM PLATFORM
MACHINE TYPES
LEGENDS: Yes
III Optional ]
FLASHING LOW BATTERY BACK-UP PC CHAIN OVERLOAD DUAL POWER NON STANDARD NON STANDARD
Péﬁ;ﬁgﬁ“y” AC/IDCTYPE ME%ﬁR',Qﬂ‘éM LIGHT ALARM BATTERY SHIELD SENSOR SOURCE WHEEL / BRAKE COLOUR
III Person in Platform
KEY FEATURES SAFETY FEATURES OPTIONAL

DEECENT HARNESS TILT ALARM MANUAL FIBER GLASS EXTENSION
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CERTIFICATIONS & TEST

Products are fully compliant with the latest Euripean Standards and relevant CE regulations

Products are also compliant with Australian Standards AS/NZS1418.10-2017, which are amongst the most stringent
globally. Products are also compliant with Korean, Malaysian, Singaporean and other local standards and safety
regulations.

AHl is an 1ISO9001:2015 Quality Management System accredited company. External and internal audit approvals are
conducted annually.

Products are fully insured by Pacific Insurance Limited Product Liability Insurance Policy. This policy is automatically
renewed each year.

Products have been approved by the Heavy Transport Machinery Quality Assurance Centre, in compliance with the
latest standards JG/T5103-1998, for mast type personnel lift.

Sliding rail products also comply with ANSI / SAIA A92.20-2018
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Lateral Force Test Hi-Pot Test Noise Emission Test 150% Overloa

EXHIBITIONS A AHI GROUP

Up-Lift Products are displayed at a wide range of trade shows and exhibitions.

Regular exhibitions in Australia and overseas include the Total Facilities Expo, the Safety & Material Handling
Show, the National Manufacturers' Week, International Hotel Products and International Cleaning Exhibitions.
Most of these are held annually and attended by OH&S Professionals, hotel owners, suppliers and distributors,
facility managers as well as industry representatives across Australasia, Asia, Europe, North and South America.

AUSTRALIA EXHIBITIONS
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__E
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54
Beijing Exhibition Bauma Shanghai , Shenyang Exhibition o . " Safety Show New Zealand
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APPLICATIONS

Portable, manually propelled UG, UE, UT, UB, UBL, UC, UR and self-propelled UBM & UGM man lifts
are safe, easy and practical to operate. These are used extensively in the following range of applications:

Hotels, Restaurants, Sports Stadiums, Theatres, Music Halls, Dance Halls, Main Halls, Exhibition Halls,
Conference Centres, Office Blocks, Facility Management Services, Department Stores, Supermarkets,
Airports, Sub-ways, Hospitals, Schools, Universities, Mining Operations, Factories, Warehouses, Power
Supply, Construction, Advertising Billboard Companies, Promotional Display Arrangement, Signage,
Decorating, Cleaning, and Special Maintenance Requirements such as External Walls, Stadium
Platforms, Flag Poles, Overhead Cranes etc.

APPLICATIONS

A AHI GROUP
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" Change of cage
orientation

! platform
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& Custom cage
N & platform

& L

CUSTOMISATION CUSTOMISATION

A AHI GROUP

Custom chassis
(wheels & outriggers)

Raised chassis
to clear rails

K Specil cage |

!‘ & platform "'.__' AR EE

Narrow body
machine
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LOGISTICS & SALES NETWORK

Up-Lift and Quick Lift products are distributed in more than 48 countries around the world. All machines are
shrink wrapped and individually fastened to a timber framed pallet and timber boxed for LCL transport.

For FCL container despatches, environmentally friendly recyclable steel pallet packaging is used with each
machine positioned carefully to prevent accidental damage during transport.

H

The Up-Lift and Quick Lift range of products is distributed in the following countries:

Germany Russia
Finland

Iceland

Armenia .
Mongolia

Yo

France
Sweden

Kazakhstan

= s

UK.

Holland
~ & Hungary
Italy

us Spain

Portugal Korea

Isreal Mainland China
Morocco Tai chi
¢—Taiwan, China
- H.K. & Macau SAR
= Vietnam
N - Laos
; Thailand

T /24— Philippines

N\,
T A \ — y
s Dubai India - f( .-3’ o
Kuwait - k N

Sri Lanka
Bangladesh Cambodia

Mexico

Pakistan

Brazil

Burma o
Chile

South Africa

Syria Indonesia

Australia w »
New Zealand—/

Argentina Mauritius Singapore

CONTACT US

Access Holdings International - Australia
Quantum Corporate Park, No.11, 7-9 Percy Street,
Auburn, NSW 2144 Australia

Tel +61 2 9749 5686

Fax +61 2 9749 5683

Email access@ahiholdings.com

Web www.ahiholdings.com , www.lowlevelaccess.com.au

AHI China Company Limited - Changzhou China
Block 10, International Industrial City, 1668 Hua Cheng Road,
Jintan, Changzhou, Jiangsu, P.R.China 213200

Tel +86 519 8290 7999
Fax +86 519 8290 7998
Email sales@ahiholdings.com
Web www.ahiasia.com

AHI (China) Company Limited - Beijing China
Room 2419, 26th Floor, Rongjing Lidu Block A,
3 Ronjing East Street, BDA,

Beijing P.R.China 100176

Tel +86 10 8538 4165
Fax +86 10 8538 4105
Web www.ahiasia.com
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A AHI GROUP

AHI Lifts (Malaysia) Sdn Bhd - Malaysia

Lot 676, Block 4, Muara Tebas Land District,
Demak Laut Industrial Park, Sejingkat,

Jalan Bako, 93050 Kuching, Sarawak, Malaysia

Tel +60 13 808 3188
Email access@ahilifts.com.my
Web www.ahilifts.com.my

AHI Korea - Korea

3F, Gyuseok Building 657-84,
Hannam-dong, Yongsan-gu Seoul,
140-910, Korea

Tel +82 2 796 8837
Fax +82 2 796 4983
Email access@ahiholdings.com

AHI America LLC - America
651 N Broad St Suite 206
Middletown, DE 19709

Tel +1(910) 4068721

Fax +1 (910) 4068722

Email access@ahiliftsamerica.com
Web www.ahiliftsamerica.com

VISIT US EFE 1. Open camera on smartphone

2. Line up QR code in camera frame
E' 3. Tap notification that pops up to open

AHIHOLDINGS.COM

o ACCESSHOLDINGSINTERNATIONAL

@ACCESS HOLDINGS INTERNATIONAL

000

ACCESS HOLDINGS INTERNATIONAL

@AHI_HOLDINGS

ACCESS HOLDINGS INTERNATIONAL
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